DIAMOND TOOLS

Hole saws / Stage drills

Target materials

m This table matches (XSSOSR to workpiece materials. Select a product suitable for your intended workpiece material.
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rlele|? © R Ala |Aals|cls [a|N[k|s [0 |Flw |t (Al

BRI =l FIE Ty A | B L RE ]

A IR ulmdlalalpld [T WE WL Dle b | 1]e

2lil=z]e e|s|S " mlA Mt s |a |2 A vl

" Slalsa|i | Applicable S|z |2 |Aopliable| T nci i sl H Vol |w |t |8

Pur Model . Apphta-b}e “le| |5 materal S| s | maed | gen @ e e | ATCIDIC A g1, ¢ |7

-poses Name No. Size tmt(en’:ss o ‘ 5 ; thickness g é % thickness E e :: : ™ E E : T :’5( é§~

mm Cla|mlal SITIa ™ m| ST Alo| o] | ElRL e

< PP i Ogt|c D a wldi [ mleT

3 .| N4k s| il al%E s L we i

a . ala a al 719 vl el a : 3 Z 216

;'é" .Lg:d s |3, dg‘.’?LB; sl ol bleR

; RN hilo A ERE I P I B A

_|carbide hole saw HO-G  |o15~100  [03~25 |O|O|O|O|O[0|0]0] 13~ |O]O]O|0|0]O ololololo] oo O|0|0|0|010

(E;:Sn‘?l) carbide hole saw (tandard type for thin plate) | HO-S @15~100 3~ [OlO|O]O]OI0]O|0] 13~ |O]O]O]O]O]O ololololo ololololo

™ Thimetal hole saw BOHG  |915~35  |03~32 |O|O|O|O|O[O|O00J1Mek O] |O|O|0]O Ol|0|0|0|O] 0|0 O|0|0|0|0|O
Step drill b, Spiral stage dril {18 p | p4~22 2orless |O]O]O]O|O|O[O]O] 120rkess | O]O]O]O|O|O O|o|O Ol0|0|0
) " (hexagon shatyy | LBH-SPN | @4~22 2orless |O]O]O]O]|O|O]O|O] 120rkess |O]O]O|O|O]O 0|00 00|00
Boring ['Step drillbit, Stage dill |\ a’[LBG | pi~2 *3 |O]O]O]O][O]O[O]0] 120rkss [O]O[O]O]O]O ololo Ol|oloJo
(5tge 8l Step il bit, Stage drill *2| (B o4~ *3 |O|0]0|0]0J0|0]O 0|00 O|0|0|O
e A e eamum sharo | LBHG [ 94~22 2urless | O] OO |O|O|0]O|O] loress |O]O|O|O]O|O [@)[®][®) O|0|0|O0
" (hexagon shatoy | LBH p4~22 2urless | O]O|O]O|O]O]O]O 0|00 [el[e]je][e]
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*The applicable plate thicknesses given in the table are for reference purposes, as thickness will vary according to conditions of tool use. The hole saws and stage drills cannot be used for boring hardened materials.
* When boring pipes with a stage drill or hole saw, use caution.
Tools may not fit the step width (effective length) of the pipe diameter, depending on the blade outer diameter and the pipe outer diameter, even if the plate thickness is within the specified range.
* % 1: Applicable when the electric drill (for rotation only) or rechargeable drill (12 V or higher voltage) is used at the normal rotation speed. (Rechargeable impact drivers excluded.)
* %2: Straight shaft type
* %3: The applicable plate thickness of iron material will depend on the size of the stage drill. (Refer to the product description.)



